BASF

The Chemical Company

Mansetit

MEKAANINEN MANSETTI
DISPOSABLE INJECTION PACKER

Art. no. Type Porareika, Bore hole @
9000938 Mech. Injection Packers type C-38 37-41 mm
9000941 C-41 40 - 45 mm
9000945 C-45 44 - 49 mm
9000948 C-48 46 - 51 mm
9000951 C-51 49 - 54 mm
9000954 C-54 52 - 57 mm
9000957 C-57 55 - 60 mm
9000960 C-60 58 - 63 mm
9000963 C-63 61 - 67mm

Taulukossa tehdaskoot, The table shows standard stocks, items
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Mekaaninen tupla-mansetti 100-150 mm tulppausvaélilla, Mechanical disposable double packer with
a distance of 100-150 mm between the rubbersleeves.

Art no. Type

9999999 Twin C-51
9999999 Twin C-57
9999999 Twin C-63

Kaytto: Applications:
Esi-injektointi Pre - injection
Kontakti-injektointi  Contact injection
Jalki-injektointi Post injection
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The Chemical Company

MEKAANINEN MANSETTI, TEHOKAS
TAKAISINVIRTAUKSEN ESTAVA SULKUMEKANISMI
DISPOSABLE INJECTION PACKER, NEW TYPE CHECK
VALVE SYSTEM

Art. no. Type Porareik&, Bore hole @
9000845 Codan disposable inj. packers type CX-45 44 - 49 mm
9000848 CX-48 46 - 51 mm
9000851 CX-51 49 - 54 mm
9000854 CX-54 52 - 57 mm
9000857 CX-57 55 - 60 mm
9000860 CX-60 58 - 63 mm
9000863 CX-63 61 - 67mm

Taulukossa tehdaskoot, The table shows standard stocks, items
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The Chemical Company

THOR BOLT Combined bolt packer - for injection of bolt holes with water leakages.
Yhdistetty pultti mansetti - vetté vuotavien pultinreikien injektointiin.

9000745
9000748
9000751
9000754
9000757
9000960

L4

ART.NR/TYPE

BE-45
BE-48
BE-51
BE-54
BE-57
BE-60

9000763BE-63
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COMPLETE INJECTION BARS AS ABOVE, BUT THIS EXECUTION HAS
AN INNERTUBE WITH A CONTINUES TIP.

Art. no. Length. Price NOK
9010710 1m 480
9010720 2m 580
9010730 3m 680 -
9010740 4m 780

This type alloves the rubber check valve to be kept ||
open during water loss registration. !
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LITOSKAPPALEET
INJECTION AND MORTAR COUPLINGS

Art. no. Type Letkun lapimitta, Hose dim.
2230025 MST 25 1"
2230035 MST 35 1%"
2230050 MST 50 2"
2231025 VST 25 1"
2231035 VST 35 1%"
2231050 VST 50 2"

Art. no. Type Kierre, Tread
2232025 MIG 10/25 Int. 1"
2232035 MIG 10/35 Int. 1 %"
2232050 MIG 10/50 Int. 2"
2233025 VIG 10/25 Int. 1"
2233035 VIG 10/35 Int. 1 %"
2233050 VIG 20/50 Int. 2"
2233525 VAG10/25 Ext. 1"

KUMITHVISTEET
RUBBER SEALINGS FOR INJECTION AND MORTAR COUPLINGS

Art. no. Type L&pimitta, Dim.
2235025 MDR 25 1"
2235035 MDR 35 19"
2235050 MDR 50 2"

R

Ferule injection coupling with hose stem

Mule injection coupling external chread
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VIRTAUSMITTARI
FLOW METER - TYPE MNR

Art. no. Dim. m3/ hour
9016019 " 5
9016025 1" 12
9016038 11/2" 20

MME - mrecer for waoter loss merering

MTV FLOW / BATCHMETER - DOUBLE POINTER

Osoitin nollattavissa, Pointer can be returned to 0 after each batch registration.

Art. no. Dim. m3/ hour
9016819 " 5
9016825 1" 10
9016838 11/2" 20
MTW -
Drose meter
LIHTTIMET

ADAPTERS FOR MNR AND MTW

Art. no. Dim.
9016919 4"
9016925 1"
9016938 11/2"
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